DVERE 1

CITACKA
8CD 2.0

7C20
7AH

CITACKA
8CD 2.0

7C2.0
7AH

N

CITACI

8CD 2.

7C2.0
7AH

12vDC

®

NAPAJACI
ZDROJ

PRE EMZ

NUDZOVE
VYSTUPNE
TLACIDLO

2X EMZ - LISTA ransi

=l\5

[0

Ausniey

signalizacia NC| g [

sa nezapdja
P Nol O H—
ransil

Tiorny]

<

ROZVODNA
SKRINA
(CHRANENY

PRIESTOR)

ZAPOJENIE PRISTUPOVEHO SYSTEMU RFID S OPJ UNISIET-F RS485,

S BEZKONTAKTNOU CITACKOU, DVEROVOU LISTOU S ELEKTRO-

MAGNETMI PRE DVA VCHODY (KONTROLA - VSTUP/VYSTUP),

S NUDZOVYM VYSTUPNYM TLACIDLOM, EXTERNE RELE PRE LED

A PIEZO

Lof01

r—1|:% 1

Ne| O

NC (hnedy)
7, ©

sa bezapéja

Tiorny.

Pip

[oooooo|

zoped

p_i.elp.—.@ ... Access
bzugiak :

PIEZO @iy)

. Zelend LED (modry)

+ Gervens LED (hneds)
H W1 (blely)
WO (zeleng)

dn.LSA

GND (Semy)

‘[0ooooog]

12V (zerveny)

3
it
%

i PIEZO ¢ty)
. Zelend LED (modry)

GND
DVER.KONTAKT
OTVORZ DT
OTVORZ DT

+12v
GND
GND
<DEK|

2|
£
]

[oooo|

oo
> m

S8vsy

o S[DEK]

@
£
S lowo

TXD
(vysielam)
RXD
(prijem)

RUN @ zijem

NAPAJACI ZDROJ
PRE OPJ, 12 VDC

00ooooooo

UNISIET-F RS485

OPERACNO-PAMATOVA JEDNOTKA

+ Cervent LED (tneds)
H W1 (blsly)
WO (zeleng)

GND (@emy)

{ooooooo}-:

12V Rervens)

EXTERNE RELE

relé pre spinanie
LED a PIEZO
na itackach

_ KOMPONENTY INSTALOVANE AKO
/" SUCAST DVERI A DVEROVEHO RAMU

DVERE 2

NUDZOVE

VYSTUPNE
TLACIDLO

2X EMZ - LISTA transil

==l.of—

sonalizacia NS BT
signalizécia O
sa nezapaja

192D o O H—

transil

Suoniog

max. 1000 m

PROGRAMATOR -
PREVODNIK RS485
podla typu

— UsB
” cCitack)

programator
vyberte

0000

N
\

=t

NC (hnedy) NG g
sa bezapéja
P77 nolO

Ciorny

-
@

11“7
N

[oooooo|

GND

=] N
[ | DVER.KONTAKT
CJ|OTVORZDT  +12v
[J|OTVORZDT  GND
o GND
pER
Il:l B g © wo)
OIAE o 3B
® XD E
(vysielam) 5 [2WO
RXD
(prijem)

RUN . Zijem

KANCELARIA

DOMU

@©
~
©o
(2]
<+
™
N
-

0o00o00000| §

UNISIET-F RS485

OPERACNO-PAMATOVA JEDNOTKA

KA sz (G, ... A0S
0 | bzuciak .
: PIEZO @ty [0
<B Zelond LED (modry) | (]
(7. : Cervené LED (mneds) |
= W1 ety |1
o WO (zeleny) | (]
GND @emy) |(J

12V @orven) | 1]

KA piezor. (G ... ACCESS
0 | Bzuciak L
B PIEZO @y) |

5 . Zelend LED (mody) |
7y : Cervena LED (neds) |
=1 W1 ey |
S WO (zslen) |
H GND @omy) | ]

12V (Zerveny) _C]'_

EXTERNE RELE

+ C]l
relé pre spinanie == | ]
(o]

LED a PIEZ(

na gitagkach []
=]
=]

PIEZOSIRENKA
Z  +[O|
T —o

\

16ADR

-@---
\

\

\ KOMPONENTY

\ INSTALOVANE
\ V CHRANENOM
| PRIESTORE

KOMPONENTY
INSTALOVANE

. V CHRANENOM

\ PRIESTORE

Zapojenie UNISIET/RFID-3-LR
typ operaénf:-pamil‘ovej jednotky:
UNISIET-F RS485

2xOPJ, 4xEMZ, 4xRFID-LED, 2xNVT

Datum: 20.10.2022

Strana: 1xA4

Schéma ¢:

HARYS

UNI-RFID-3_2xOPJ_485-LR

ver.3-2022




